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Barrel Mount Base
Adjustable Throat (CODE: 30029)

PRODUCT DESCRIPTION 
The BTS PRO-Series Adjustable Barrel Mount Base 
is designed to install over existing vertical structure 
such as shoring walls, tank edges, parapets, or similar 
applications. When installed as specifi ed below, the Barrel 
Mount Base is designed to support the rated loads for all 
standard BTS Davits in a wide variety of safety at heights 
applications. 

This Base comes with built-in wrenches for tightening the 
clamp screws to eliminate looking for tools and over-
tightening.

APPLICATION RESTRICTIONS 
1. This product MUST BE used only with Pro-Series 

Davits from BTS. All accessories MUST BE designed, 
manufactured, and/or approved by BTS.

2. All system components MUST BE installed, inspected, 
maintained, and used in accordance with the 
manufacturer’s instructions.

3. Structures selected for the installation of this sleeve 
MUST BE capable of supporting a minimum 90,000 
in-lb (10,000 N.m) moment and 5000 lb (22.2kN) vertical 
load, or MUST BE approved by a Qualifi ed Person so 
as to maintain an appropriate safety factor for the given 
application(s) as specifi ed in applicable regulations. 

4. Where required by regulation, each installation MUST 
BE installed by a Qualifi ed Person or under the 
supervision of a Qualifi ed Person 

5. This equipment MUST BE set up and operated by 
a Competent Person or under the supervision of a 
Competent Person.

GENERAL SPECIFICATIONS
Capacity: This Base is designed to support the rated 
working load of all standard BTS davits when installed as 
per manufacturer’s instructions.

Test Number: TB-116

Grip range: 300mm-620mm

Weight: 44kg

RELEVANT STANDARDS 
This product meets the applicable requirements of the 
following standards when installed and used as per the 
manufacturer’s instructions:

• AS/NZS 5532-2013

• EN795

To comply with the above standards, a compliant davit 
and SRL must be part of the safety system.

INSTRUCTION
Before each use check:

• The ID tag is in place, secure and legible.

• The inspection plate (if fi tted) is engraved showing that the 
base is within inspection dates.

• No damage to any part of the base.

• The 2 adjustment lock pins are connected and not damaged.

• The adjustment holes have not been elongated or damaged.

• The 4 threaded clamping screws rotate freely, the threads are 
not damaged or have any surface contamination.

• The 4 pressure points (on the inside of the non-adjustable 
end) are secure.

• All nuts and bolts are in place and tight.

Use:
1. As part of your site risk assessment ensure that you can 

safely install and use the base. The assessment needs to 
include items such as safe access to the shoring or wall, 
taking into account ground engulfment and falls.

2. Ascertain that the mounting substrate / structure is capable 
of safely supporting the loads shown in the Application 
Restrictions.

3. Inspect the Barrel Mount as per the above instructions.

4. Where possible measure the width of the shoring, parapet 
or wall the Barrel Mount Base is to be mounted too. 

5. Wind the Clamp Screws anti-clockwise until they are almost 
fully out.

6. Remove the Adjustment Locking Pins and slide the 
adjustable end out until the opening is wide enough.

7. Slide the adjustable end of the clamp out until holes in the 
top of the clamp line up with holes in the rail.

8. Re-install the Adjustment Locking Pins.

9. Using a second person lift the Adjustable Barrel Mount Base 
into position once in place tighten the clamping screws 
using the built-in wrenches.

10. Next install the davit, SRL and any other safety equipment 
required.



        CAUTION
Read Instruction Manual before using. 
Inspect all moving parts.
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Barrel Mount Base
Adjustable Throat (CODE: 30029)

MATERIALS & CONSTRUCTION

General Construction:
Zinc Plated Steel Extruded 
Aluminium

Sleeve Liner/Thrust Bearing 
Material:

High Density Polyethylene

Finish (Zinc Plated): CS-500

Zinc Plating Specifi cation Type 11, SC-2, ASTM B633-85

Finish (Aluminium) Powder Coated / Mill Finish
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